ESTABLISH A NEW IP ADDRESS FOR THE NEW CLIENT 
LOCATION 

SEND A REGISTRATION MESSAGE TO RELAY SERVER 
IDENTIFYING THE NEW IP ADDRESS LOCATION 



AUTHENTICATE REGISTRATION MESSAGE AT RELAY 
SERVER 



ENCAPSULATE AND TRANSMITTING REGISTRATION 
MESSAGE TO HOME SERVER 



soy 



REGISTER THE NEW IP ADDRESS AS A CARE-OF- 
ADDRESS FOR CLIENT AT HOME SERVER 



CONFIRM THE REGISTRATION OF NEW IP ADDRESS ' 
WITH CLIENT 



ESTABLISH A SECURITY ASSOCIATION BETWEEN ^- /0~J 
HOME SERVER AND RELAY SERVER ON BEHALF OF 
CLIENT 

PERFORM NETWORK ADDRESS TRANSLATION ' " & 

I 

TUNNEL PACKETS ADDRESSED FOR CLIENT BETWEEN <S* /Of 
HOME SERVER AND RELAY SERVER 



DECAPSULATING PACKETS AND FORWARDING // Q 

PACKETS TO CLIENT 



fta.3 



' GENERATING A FIRST MESSAGE IN HTTP REQUEST- 



^TRANSMITTING SAID FIRST MESSAGE IN HTTP 

REQUEST-FORMAT THROUGH SAID FIREWALL 



PROCESSING SAID FIRST MESSAGE VIA A 
-J ^ — MULTIPLEXER SUBSYSTEM WHEREIN SAID FIRST 
MESSAGE IS ENCAPSULATED IN UDP PACKETS AND 
FORWARDED TO ITS INTENDED RECIPIENT 

3oV ^ 

( ' ^GENERATING A SECOND MESSAGE IN RESPONSE TO 

SAID FIRST MESSAGE, WHEREIN SAID SECOND 
MESSAGE IS ENCAPSULATED IN UDP PACKETS 

^ ^ ^ TRANSLATING SAID SECOND MESSAGE INTO HTTP 

RESPONSE-FORMAT 

<=*3(o <r ^TRANSMITTING SAID SECOND MESSAGE TO ITS 
INTENDED RECIPIENT. 



£00 



